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tecnical details

C POMC)I T\/G uito The Steni experimental drum ST
- has the jet-crossilow system, with perforated
uble casing with self cleaning effect.
le part mac : ,f g ss stee/AlSl 304,
steel Al 671.
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a richiesta

Contalitri :
= Liter counter 8!

SIEMENS

Quadro elettrico di comando completo di apparecchiatura elettronica
touch screen per programmare i cicli di lavoro, PLC ed inverter

Electrical switch board complete with electronic equipment touch
screen for program the working cicle, PLC and inverter
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VG 1000 1200 1400 1650 1850
1360 1580 1780 1850 2050

B 1260 1360 1360 2200 2450

C 1800 1880 1980 2100 2200
e 302 39 30268 302 92 303 16 303 26 303 40
il G ) mm 1000 1200 1400 1650 1650 1350
il 0 an 500 600 600 1000 1250 1500
e om 735 6-30 5-25 4-26 4-26 4-26
e it 390 680 920 2100 2670 4000
minima quantita bagno
minimun liquid lit. 5 6] 7 10 18 &ie
capacita peso rasato
capacity shaved weight 9 40 70 92 200 270 400
P w 1,1 1,5 2,2 4 5,5 7,5
potenza riscaldamento vapore vapore vapore
heating-power g 4.2 4,2 4,2 SEER steam steam
el e kg 425 470 530 1036 1340 2200

Le misure e i dati tecnici non sono impegnativi
Technical characteristics and dimensions are not binding
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